
From: Hargreaves, Gary L 
Sent: Thursday, January 11, 2007 11:08 AM 
To: Roth, David B; Thomas, Arthur A 
Subject: 4th pct 
Today at a meeting at 4th pct. the space needs were discussed as needed for the new security 
equipment The projection room was where they want this equipment located in. There will need 
to be walls moved and two doors installed. Additional wiring and conduits run for this area. 
Ventilation and cooling loads need to be calculated. Card access was discussed as well. The 
police want the tile replaced in the lobby and were very vocal about it so someone needs to deal 
with that (good luck Art). So I will need. 

• conduit info size and location  
o (1) Conduit from New Video Server Room to Front desk area - Size 2" 
o (1) Conduit from New Video Server Room to Basement Telecom/Mechanical 

Room - Size 1.5" 
• power requirements size (amperage) and configuration and location 110V or 220V.  

o Power requirements: 1 or preferably 2 Duplex 30A 125V outlets, Each server 
draws 800 Watts, currently w/50 PTZ cameras 2 server will be required total of 
1600 Watts + peripherals 

• Cooling loads  
o Each A+ Systems Video Server fully loaded with storage BTU output: 2700/hr, 

Please plan for min of 3+ servers 
• card access info and lock requirements  

o Card access should be added to the door entering the video server room 
• flooring and wall finishing  

o David Roth - BIS 
• any additional video requirements that were discussed need to be in the plan. 

o The new front desk design should leave approx. 8-10 feet of desk space to 
accommodate the video monitoring station  

When I receive this I will put together some costs. 
  
Gary Hargreaves 
Supervisor Operations and Maintenance 
Property Services, Public Works 
City of Minneapolis 
 
 
  
 
 


