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1. INFORMATION SHOWN IN THE DRAWINGS REGARDING EXISTING
CONDITIONS REPRESENTS THE CURRENT AND GENERAL FIELD
CONDITIONS TO THE BEST OF OUR KNOWLEDGE. CONTRACTOR
SHALL FIELD VERIFY EXISTING CONDITIONS & DIMENSIONS AND
REPORT DISCREPANCIES TO ARCHITECT BEFORE PROCEEDING.

2. WHERE "MATCH EXISTING" IS INDICATED, PROVIDE SALVAGED OR
NEW MATERIAL AS NECESSARY TO PATCH, EXTEND, OR REPLACE
EXISTING MATERIAL. NEW MATERIAL SHALL MATCH EXISTING.

3. PROTECT BUILDING COMPONENTS TO REMAIN. DAMAGE TO
BUILDING ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE
DRAWINGS, SHALL BE REPAIRED/REPLACED BY THE CONTRACTOR.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE DURING
CONSTRUCTION OF BUILDING COMPONENTS. CONTRACTOR SHALL
PROVIDE REPAIR/ REPLACEMENT/ RESTORATION AS DETERMINED
BY ARCHITECT/ OWNER.

5. CONTRACTOR SHALL VERIFY DESIGNATED ROUTES, METHODS
AND SCHEDULES FOR DELIVERY, STORAGE, AND REMOVAL OF
CONSTRUCTION MATERIALS AND DEBRIS WITH OWNER/
ARCHITECT.

6. MECHANICAL AND ELECTRICAL INFORMATION SHOWN ON
ARCHITECTURAL DRAWINGS IS SHOWN FOR DESIGN INTENT ONLY.

7. ALL ACCESS AND EGRESS FROM BUILDING MUST REMAIN
ACCESSIBLE AT ALL TIMES OF CONSTRUCTION.
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CONTACT: DAVE LAURENT
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ARCHITECT

MILLER DUNWIDDIE ARCHITECTURE
123 NORTH 3RD STREET

SUITE 104

MINNEAPOLIS, MN 55401

PH: (612)278-7734

FAX: (612) 337-0031

CONTACT: KELLY MASTIN
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STRUCTURAL ENGINEER
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MINNEAPOLIS, MN 55402
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GENERAL CONTRACTOR

CRAWFORD MERZ ANDERSON CONSTRUCTION COMPANY
2316 FOURTH AVENUE SOUTH

MINNEAPOLIS, MN 55404
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FAX: (612) 874-9015

CONTACT: WAYNE ANDERSON

waynea@cmacco.com
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DEMOLITION GENERAL NOTES

1. PROTECT BUILDING COMPONENTS TO REMAIN. DEMOLITION OF BUILDING
ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE DRAWINGS SHALL BE
REPAIRED/ REPLACED BY THE CONTRACTOR.

2. REVIEW EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH DEMOLITION.

DEMOLITION KEYNOTES

CUT OPENING IN FOUNDATION WALL
REMOVE EXISTING WINDOW
REMOVE EXISTING ASPHALT

REMOVE EXISTING PLUMBING FIXTURES, FLOOR TILE AND WALL TILE, THIS
ROOM. PREP FLOOR AND WALL SURFACES FOR NEW FINISHES.

SALVAGE EXISTING DOOR, FRAME AND TRIM FOR REUSE OR RETURN TO
OWNER

REMOVE EXISTING WINDOW, SALVAGE FOR REINSTALLATION AT ADDITION

REROUTE EXISTING BOILER VENT PIPES - COORDINATE WITH
MECHANICAL CONTRACTOR

CUT OPENING IN WALL FOR NEW DOOR - SEE SCHEDULE FOR SIZE

CUT BASE TRIM FROM TERRAZZO FLOOR WHERE WALL WAS REMOVED.
PREP EDGE OF TERRAZZO TO BE CLEAN AND SMOOTH TO RECEIVE NEW
ADJACENT WOOD FLOORING.

REMOVE EXISTING ROOFING TILES AND SALVAGE FOR REUSE

REMOVE EXISTING VAULT DOOR

REMOVE EXISTING COPIER, SALVAGE FOR REINSTALLATION

REMOVE EXISTING COFFEE MAKER, INCLUDING PLUMBING, SALVAGE FOR
REINSTALLATION

REMOVED EXISTING POP MACHINE, SALVAGE FOR REINSTALLATION
REMOVE EXISTING FIRST AID KIT, SALVAGE FOR REINSTALLATION

CUT OPENING IN WALL FOR REINSTALLATION OF EXISTING DOOR, FRAME
AND TRIM

ENLARGE EXISTING DOOR OPENING TO ACCOMMODATE NEW DOOR - SEE
SCHEDULE FOR SIZE
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DEMOLITION GENERAL NOTES

1. PROTECT BUILDING COMPONENTS TO REMAIN. DEMOLITION OF BUILDING
ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE DRAWINGS SHALL BE
REPAIRED/ REPLACED BY THE CONTRACTOR.

2. REVIEW EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH DEMOLITION.

DEMOLITION KEYNOTES

CUT OPENING IN FOUNDATION WALL
REMOVE EXISTING WINDOW
REMOVE EXISTING ASPHALT

REMOVE EXISTING PLUMBING FIXTURES, FLOOR TILE AND WALL TILE, THIS
ROOM. PREP FLOOR AND WALL SURFACES FOR NEW FINISHES.

SALVAGE EXISTING DOOR, FRAME AND TRIM FOR REUSE OR RETURN TO
OWNER

REMOVE EXISTING WINDOW, SALVAGE FOR REINSTALLATION AT ADDITION

REROUTE EXISTING BOILER VENT PIPES - COORDINATE WITH
MECHANICAL CONTRACTOR

CUT OPENING IN WALL FOR NEW DOOR - SEE SCHEDULE FOR SIZE

CUT BASE TRIM FROM TERRAZZO FLOOR WHERE WALL WAS REMOVED.
PREP EDGE OF TERRAZZO TO BE CLEAN AND SMOOTH TO RECEIVE NEW
ADJACENT WOOD FLOORING.

REMOVE EXISTING ROOFING TILES AND SALVAGE FOR REUSE

REMOVE EXISTING VAULT DOOR

REMOVE EXISTING COPIER, SALVAGE FOR REINSTALLATION

REMOVE EXISTING COFFEE MAKER, INCLUDING PLUMBING, SALVAGE FOR
REINSTALLATION

REMOVED EXISTING POP MACHINE, SALVAGE FOR REINSTALLATION
REMOVE EXISTING FIRST AID KIT, SALVAGE FOR REINSTALLATION

CUT OPENING IN WALL FOR REINSTALLATION OF EXISTING DOOR, FRAME
AND TRIM

ENLARGE EXISTING DOOR OPENING TO ACCOMMODATE NEW DOOR - SEE
SCHEDULE FOR SIZE
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DEMOLITION GENERAL NOTES

e

1. PROTECT BUILDING COMPONENTS TO REMAIN. DEMOLITION OF BUILDING
ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE DRAWINGS SHALL BE
REPAIRED/ REPLACED BY THE CONTRACTOR.

2. REVIEW EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH DEMOLITION.

DEMOLITION KEYNOTES
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CUT OPENING IN FOUNDATION WALL
REMOVE EXISTING WINDOW
REMOVE EXISTING ASPHALT

REMOVE EXISTING PLUMBING FIXTURES, FLOOR TILE AND WALL TILE, THIS
ROOM. PREP FLOOR AND WALL SURFACES FOR NEW FINISHES.

SALVAGE EXISTING DOOR, FRAME AND TRIM FOR REUSE OR RETURN TO
OWNER

REMOVE EXISTING WINDOW, SALVAGE FOR REINSTALLATION AT ADDITION

REROUTE EXISTING BOILER VENT PIPES - COORDINATE WITH
MECHANICAL CONTRACTOR

CUT OPENING IN WALL FOR NEW DOOR - SEE SCHEDULE FOR SIZE

CUT BASE TRIM FROM TERRAZZO FLOOR WHERE WALL WAS REMOVED.
PREP EDGE OF TERRAZZO TO BE CLEAN AND SMOOTH TO RECEIVE NEW
ADJACENT WOOD FLOORING.

REMOVE EXISTING ROOFING TILES AND SALVAGE FOR REUSE

REMOVE EXISTING VAULT DOOR

REMOVE EXISTING COPIER, SALVAGE FOR REINSTALLATION

REMOVE EXISTING COFFEE MAKER, INCLUDING PLUMBING, SALVAGE FOR
REINSTALLATION

REMOVED EXISTING POP MACHINE, SALVAGE FOR REINSTALLATION
REMOVE EXISTING FIRST AID KIT, SALVAGE FOR REINSTALLATION

CUT OPENING IN WALL FOR REINSTALLATION OF EXISTING DOOR, FRAME
AND TRIM

ENLARGE EXISTING DOOR OPENING TO ACCOMMODATE NEW DOOR - SEE
SCHEDULE FOR SIZE
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DEMOLITION GENERAL NOTES

1. PROTECT BUILDING COMPONENTS TO REMAIN. DEMOLITION OF BUILDING
ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE DRAWINGS SHALL BE
REPAIRED/ REPLACED BY THE CONTRACTOR.

2. REVIEW EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH DEMOLITION.

DEMOLITION KEYNOTES

CUT OPENING IN FOUNDATION WALL
REMOVE EXISTING WINDOW
REMOVE EXISTING ASPHALT

REMOVE EXISTING PLUMBING FIXTURES, FLOOR TILE AND WALL TILE, THIS
ROOM. PREP FLOOR AND WALL SURFACES FOR NEW FINISHES.

SALVAGE EXISTING DOOR, FRAME AND TRIM FOR REUSE OR RETURN TO
OWNER

REMOVE EXISTING WINDOW, SALVAGE FOR REINSTALLATION AT ADDITION

REROUTE EXISTING BOILER VENT PIPES - COORDINATE WITH
MECHANICAL CONTRACTOR

CUT OPENING IN WALL FOR NEW DOOR - SEE SCHEDULE FOR SIZE

CUT BASE TRIM FROM TERRAZZO FLOOR WHERE WALL WAS REMOVED.
PREP EDGE OF TERRAZZO TO BE CLEAN AND SMOOTH TO RECEIVE NEW
ADJACENT WOOD FLOORING.

REMOVE EXISTING ROOFING TILES AND SALVAGE FOR REUSE

REMOVE EXISTING VAULT DOOR

REMOVE EXISTING COPIER, SALVAGE FOR REINSTALLATION

REMOVE EXISTING COFFEE MAKER, INCLUDING PLUMBING, SALVAGE FOR
REINSTALLATION

REMOVED EXISTING POP MACHINE, SALVAGE FOR REINSTALLATION
REMOVE EXISTING FIRST AID KIT, SALVAGE FOR REINSTALLATION

CUT OPENING IN WALL FOR REINSTALLATION OF EXISTING DOOR, FRAME
AND TRIM

ENLARGE EXISTING DOOR OPENING TO ACCOMMODATE NEW DOOR - SEE
SCHEDULE FOR SIZE
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DEMOLITION GENERAL NOTES

1. PROTECT BUILDING COMPONENTS TO REMAIN. DEMOLITION OF BUILDING
ELEMENTS BEYOND WHAT IS IDENTIFIED IN THESE DRAWINGS SHALL BE
REPAIRED/ REPLACED BY THE CONTRACTOR.

2. REVIEW EXISTING CONDITIONS AND NOTIFY THE ARCHITECT OF ANY
DISCREPANCIES PRIOR TO PROCEEDING WITH DEMOLITION.

DEMOLITION KEYNOTES

CUT OPENING IN FOUNDATION WALL
REMOVE EXISTING WINDOW
REMOVE EXISTING ASPHALT

REMOVE EXISTING PLUMBING FIXTURES, FLOOR TILE AND WALL TILE, THIS
ROOM. PREP FLOOR AND WALL SURFACES FOR NEW FINISHES.

SALVAGE EXISTING DOOR, FRAME AND TRIM FOR REUSE OR RETURN TO
OWNER

REMOVE EXISTING WINDOW, SALVAGE FOR REINSTALLATION AT ADDITION

REROUTE EXISTING BOILER VENT PIPES - COORDINATE WITH
MECHANICAL CONTRACTOR

CUT OPENING IN WALL FOR NEW DOOR - SEE SCHEDULE FOR SIZE

CUT BASE TRIM FROM TERRAZZO FLOOR WHERE WALL WAS REMOVED.
PREP EDGE OF TERRAZZO TO BE CLEAN AND SMOOTH TO RECEIVE NEW
ADJACENT WOOD FLOORING.

REMOVE EXISTING ROOFING TILES AND SALVAGE FOR REUSE

REMOVE EXISTING VAULT DOOR

REMOVE EXISTING COPIER, SALVAGE FOR REINSTALLATION

REMOVE EXISTING COFFEE MAKER, INCLUDING PLUMBING, SALVAGE FOR
REINSTALLATION

REMOVED EXISTING POP MACHINE, SALVAGE FOR REINSTALLATION
REMOVE EXISTING FIRST AID KIT, SALVAGE FOR REINSTALLATION

CUT OPENING IN WALL FOR REINSTALLATION OF EXISTING DOOR, FRAME
AND TRIM

ENLARGE EXISTING DOOR OPENING TO ACCOMMODATE NEW DOOR - SEE
SCHEDULE FOR SIZE
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MY DIRECT SUPERVISION AND THAT | AM A DULY
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PLAN GENERAL NOTES

miller dunwiddie

1. DIMENSIONING: DIMENSIONS SHOWN TO FACE OF EXISTING WALLS AND
TO CENTERLINE OF NEW WALLS U.N.O. ARCHITECTURE

2, SEE SHEET AXXX FOR PARTITION TYPES.

3. PATCH OPENINGS CREATED FOR GENERAL, MECHANICAL, ELECTRICAL, 123 North Third Street Suite 104

PLUMBING, OR STRUCTURAL WORK. WHERE EXPOSED, PATCH SHALL Minneapolis MN 55401-1657
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PLAN GENERAL NOTES

1. DIMENSIONING: DIMENSIONS SHOWN TO FACE OF EXISTING WALLS AND
TO CENTERLINE OF NEW WALLS U.N.O.

2, SEE SHEET AXXX FOR PARTITION TYPES.

3. PATCH OPENINGS CREATED FOR GENERAL, MECHANICAL, ELECTRICAL,
PLUMBING, OR STRUCTURAL WORK. WHERE EXPOSED, PATCH SHALL
MATCH EXISTING ADJACENT MATERIALS AND CONFORM TO CODE
REQUIREMENTS.

o

LAN KEYNOTES

INFILL OPENING - TEXTURE INFILL WALL TO MATCH EXISTING ADJACENT
SURFACES. PAINT WALL TO MATCH EXISTING ADJACENT WALL. WHERE
REINSTALL EXISTING DOOR, FRAME, AND TRIM

LEVEL FLOOR SURFACE WHERE VAULT DOOR WAS REMOVED

PATCH WALL WHERE WALL WAS REMOVED. TEXTURE TO MATCH EXISTING
ADJACENT SURFACES. PAINT TO MATCH EXISTING ADJACENT WALL.

ELEVATOR CLOSET, WHEN REQUIRED. SEE MANUFACTURERS
SPECIFICATIONS FOR SIZE REQUIREMENTS.

INSTALL EXISTING COPIER

INSTALL EXISTING COFFEE MAKER (PLUMB)
INSTALL EXISTING POP MACHINE

INSTALL EXISTING FIRST AID KIT (WALL HUNG)

RELOCATE EXISTING MAILBOXES TO NEW MAIL ROOM

CREERE @ REE G

TEXTURE INFILL WALL TO MATCH EXISTING ADJACENT SURFACES

NECESSARY, INFILL WOOD BASE TRIM TO MATCH EXISTING ADJACENT TRIM.
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A
B. NEW WOOD BASE AT NEW WALLS TO MATCH EXISTING.

C. PATCH IN NEW (OR SALVAGED) WOOD FLOOR TO MATCH EXISTING.

D. NEW WOOD BASE WHERE NONE IS PRESENT. BASE TO MATCH TYPICAL.
E. CT-2 WAINSCOT WITH CT-2A TRIM TO 5'-4" AFF. PAINT ABOVE WAINSCOT.

KEY

EXISTING WALL

NEW WALL

EXISTING DOOR

NEW DOOR

WALL TYPE
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PLAN GENERAL NOTES

1. DIMENSIONING: DIMENSIONS SHOWN TO FACE OF EXISTING WALLS AND
TO CENTERLINE OF NEW WALLS U.N.O.

2, SEE SHEET AXXX FOR PARTITION TYPES.

3. PATCH OPENINGS CREATED FOR GENERAL, MECHANICAL, ELECTRICAL,
PLUMBING, OR STRUCTURAL WORK. WHERE EXPOSED, PATCH SHALL
MATCH EXISTING ADJACENT MATERIALS AND CONFORM TO CODE
REQUIREMENTS.

o

LAN KEYNOTES

INFILL OPENING - TEXTURE INFILL WALL TO MATCH EXISTING ADJACENT
SURFACES. PAINT WALL TO MATCH EXISTING ADJACENT WALL. WHERE
REINSTALL EXISTING DOOR, FRAME, AND TRIM

LEVEL FLOOR SURFACE WHERE VAULT DOOR WAS REMOVED

PATCH WALL WHERE WALL WAS REMOVED. TEXTURE TO MATCH EXISTING
ADJACENT SURFACES. PAINT TO MATCH EXISTING ADJACENT WALL.

ELEVATOR CLOSET, WHEN REQUIRED. SEE MANUFACTURERS
SPECIFICATIONS FOR SIZE REQUIREMENTS.

INSTALL EXISTING COPIER

INSTALL EXISTING COFFEE MAKER (PLUMB)
INSTALL EXISTING POP MACHINE

INSTALL EXISTING FIRST AID KIT (WALL HUNG)

RELOCATE EXISTING MAILBOXES TO NEW MAIL ROOM

CREERE @ REE G

TEXTURE INFILL WALL TO MATCH EXISTING ADJACENT SURFACES

NECESSARY, INFILL WOOD BASE TRIM TO MATCH EXISTING ADJACENT TRIM.

4 <«——— CEILING FINISH
WALL FINISH <«——— BASE FINISH
ACCENT —+—»
WAL RINSH <—/—— FINISH NOTES
ABBREVIATIONS
CPT CARPET VB VINYL BASE
cT CERAMIC TILE VCT VINYL COMPOSITION TILE
EXST  EXISTING WD WOOD
PT PAINT VAR VARIES - SEE FINISH NOTES

TER TERRAZZO

FINISH NOTES:

A. REMOVE CARPET AND REFINISH EXISTING WOOD FLOORING.

B. NEW WOOD BASE AT NEW WALLS TO MATCH EXISTING.

C. PATCH IN NEW (OR SALVAGED) WOOD FLOOR TO MATCH EXISTING.

D. NEW WOOD BASE WHERE NONE IS PRESENT. BASE TO MATCH TYPICAL.
E. CT-2 WAINSCOT WITH CT-2A TRIM TO 5'-4" AFF. PAINT ABOVE WAINSCOT.
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EXISTING DOOR

NEW DOOR

WALL TYPE
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1. DIMENSIONING: DIMENSIONS SHOWN TO FACE OF EXISTING WALLS AND ARCHITECTURE
TO CENTERLINE OF NEW WALLS U.N.O.
2. SEE SHEET AXXX FOR PARTITION TYPES.
3. PATCH OPENINGS CREATED FOR GENERAL, MECHANICAL, ELECTRICAL, 123 North Th"_' d Street Suite 104
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PLAN GENERAL NOTES
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1. DIMENSIONING: DIMENSIONS SHOWN TO FACE OF EXISTING WALLS AND
TO CENTERLINE OF NEW WALLS U.N.O. ARCHITECTURE

2, SEE SHEET AXXX FOR PARTITION TYPES.

@ 3. PATCH OPENINGS CREATED FOR GENERAL, MECHANICAL, ELECTRICAL, 123 North Th"_' d Street Suite 104
PLUMBING, OR STRUCTURAL WORK. WHERE EXPOSED, PATCH SHALL Minneapolis MN 55401-1657
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WINDOW SILL AT FIRST AND SECOND FLOORS:
CAST STONE TO MATCH DIMENSIONS OF EXISTING STONE SILLS
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BAND AT FIRST FLOOR SILL LEVEL:
CAST STONE TO MATCH DIMENSIONS OF EXISTING STONE BAND
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WINDOW SILL AT THIRD FLOOR:
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CORNICE:
CAST STONE TO MATCH HEIGHT OF CORNICE
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~=— ELEVATOR ADDITION SHOWN IN IN SOLID WALL PATTERN
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— |EXISTING ROOFING TILES WILL BE SALVAGED FOR REUSE

— | NEW OPENING WILL BE CUT IN ROOF FOR CONNECTION

BETWEEN FOURTH FLOOR ATTIC AND NEW ELEVATOR LOBBY

. —EXISTING TERRA COTTA CORNICE WILL BE REMOVED. PIECES

IN GOOD CONDITION WILL BE SALVAGED FOR FUTURE REPAIR

7 WORK AT OTHER LOCATIONS ON THE RECTORY
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ﬁyEXISTING TERRA COTTA BANDING BELOW THE CORNICE WILL

REMAIN IN PLACE, AND A NEW WALL WILL BE FURRED OVER
THE EXISTING WALL, CONCEALING AND PRESERVING THE
EXISTING FEATURES

11— NEW OPENING WILL BE CUT INTO EXISTING MASONRY WALL AT

THE LOCATION OF A WINDOW

— [ T—EXISTING WINDOWS WILL BE REMOVED AND SALVAGED FOR

REINSTALLATION IN ADDITION. OPENINGS WILL BE INFILLED IN
A REVERSIBLE MANNER. (TYPICAL)

EXISTING STONE BAND AND WINDOW SILLS WILL

I REMAIN IN PLACE, AND A NEW WALL WILL BE

J FURRED OVER THE EXISTING WALL, CONCEALING

- AND PRESERVING THE EXISTING FEATURES

D NEW OPENING WILL BE CUT INTO EXISTING
=] MASONRY WALL

| —— NEWOPENING WILL BE CUT INTO EXISTING

MASONRY FOUNDATION WALL
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