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NO PENENTRATIONS OR OPENINGS ALLOWED IN SHAFT WALLS UNLESS
THEY EXPRESSLY SERVE THE SHAFT

REFER TO INTERIOR FINISH SCHEDULE FOR FLOOR FINISH KEY

4. PROVIDE NON�COMBUSTIBLE MATERIALS IN RETURN PLENUMS (WALLS ON SOFFIT)

5. ALIGN NEW WINDOWS IN EXISING MASONRY WALLS w/ BRICK MODULE

6. LOCATE UNIT HEAT PUMPS IN INTERSTITIAL SPACE ABOVE UNIT BATHROOMS;
DROP GYP BOARD CEILING TO MIN. 7'�6" A.F.F., TYP.
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REMOVE WINDOW CLOSURE &
REFURBISH EXISTING WINDOWS;
SEE A300 FOR EXTENT

NEW OPENINGS IN EXISTING
MASONRY WALL, SEE A300

SEALED OPENING TO BE PREP'D FOR NEW WINDOW

REMOVE WINDOW INFILL &
REFURBISH EXISTING WINDOWS,
SEE A300 FOR EXTENT

EXIST. WOOD WINDOWS TO BE
REFURBISHED, REPAIRED

SEALED OPENINGS; REMOVE INFILL AND
PREP FOR NEW WINDOWS.

EXIST. METAL CLAD DOORS TO BE
SALVAGED, REPAIRED

EXIST. WINDOW TO BE REFURBISHED

SEALED OPENINGS IN STONE WALL, SILLS
TO BE CUT DOWN AND PREP'D FOR NEW
WINDOWS

ERODED MASONRY @ CORNER TO BE
TUCK-POINTED, REPAIRED

STEEL UPPER-SASH AWNING
WINDOWS TO BE REFURBISHED

REMAINING FLASHING & CAULKING TO
REMAIN

SEALED OPENINGS IN STONE WALL, SILLS
TO BE CUT DOWN & PREP'D FOR NEW
WINDOWS

EXIST. WOOD WINDOWS, TO BE
REFURBISHED, TYP.

EXIST. TERRA COTTA PARAPET CAP

EXIST. OVERHEAD DOOR TO BE REMOVED

EXISTING STEEL WINDOWS TO
BE REFURBISHED

EXIST. METAL-CLAD DOOR TO
BE SALVAGED

EXPOSED CONCRETE TO BE
REPAIRED

REMOVE WINDOW INFILL &
REFURBISH EXISTING WINDOW

NEW OPENING FOR NEW DOOR
@ SUBLEVEL, SEE PLAN.

EXPOSED CONCRETE TO BE REPAIRED
REMOVE EXIST. DOOR & PLYWOOD INFILL.
HEADER TO BE DROPPED DOWN TO
HISTORIC HEIGHT; PREP FOR NEW SEALED
DOOR @ GRADE

EXIST. WOOD WINDOWS TO BE
REFURBISHED

EXIST. CONC. STAIRS TO BE REMOVED

NOTE:

EXISTING ELEVATIONS BY OWNER
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EXISTING
ELEVATIONS

A300-EX

 1" = 10'-0"A300-EX

Elevations - Existing1

EXISTING SOUTH ELEVATION - FOR REFERENCE ONLY EXISTING EAST ELEVATION - FOR REFERENCE ONLY

NORTH ELEVATION - FOR REFERENCE ONLY WEST ELEVATION - FOR REFERENCE ONLY

NOT TO SCALE

Preliminary Plan - Subject to change



LEVEL 1
822' - 5"

LEVEL 2
834' - 5"

ROOF
864' - 5"

SUBLEVEL 1
810' - 10"

LEVEL 3
844' - 5"

LEVEL 4
854' - 5"

1

2345678910

04 14

04 04

02

04

0505

04 04
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0202
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18
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14
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15 15
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14 14

10
18

12 12 12 12 12 12

18
1616

12 12 12 12

17
EX EX

EX EX EX EX

EX

20

EX EX EX EX

EX EX

EX

EX EX

AREA WELL
APPROXIMATE GRADE LINE
@ RETAINING WALL, SEE CIVIL

5' - 0"

2

A401

REPAIR EXISTING MASONRY
@ CORNER

EXISTING CLAY TILE PARAPET
CAP

3

A401

1

6

3

EXTERIOR METAL GRATE STAIR
& PLATFORM w/ CAMBRIDGE
STAINLESS STEEL
ARCHITECTURAL MESH
PANELS;  SEE ELEVATIONS

4

6 6 6 67

17
05

LEVEL 1
822' - 5"

LEVEL 2
834' - 5"

ROOF
864' - 5"

LEVEL 3
844' - 5"

LEVEL 4
854' - 5"

BB CCAA DD

1

A491

EXIST. FIRE DEPARTMENT
CONNECTION

REFURBISH EXISTING
WINDOWS, TYP. THIS
ELEVATION

NEW SEALED DOOR

1

A401

NEW CABLE-SUPPORTED, STEEL-
STRUCTURED  STANDING SEAM
METAL ROOF CANOPY BEYOND

NEW ACCESSIBLE RAMP
& RAILING BEYOND

02

02

02

02

02 02

MONUMENT SIGN;
SEE LANDSCAPE

EX

EXISTING ELEVATOR OVER-RUN

EXISTING MASONRY CHIMNEY

1

1

1

2

4

A401

NEW STOREFRONT SYSTEM

3

A171

LEVEL 1
822' - 5"

LEVEL 2
834' - 5"

ROOF
864' - 5"

SUBLEVEL 1
810' - 10"

LEVEL 3
844' - 5"

LEVEL 4
854' - 5"

ABCD

1

A491

04 04

04

0404

04 04

04

EX

20

SUB-GRADE STAIR LANDING w/
CAST-IN-PLACE CONCRETE
RETAINING WALLS, SEE PLAN.
(NOT SHOWN FOR CLARITY)

SEAL EXISTING OPENING;
SEE PLAN

1

A401

REFURBISHED EXIST.
WINDOWS, TYP.

REPAIR EXPOSED
CONCRETE FRAME

REPAIR EXISTING BRICK

REPAIR OR REPLACE CLAY TILE
PARAPET CAP AS NECESSARY

REPAIR FALLEN STL LINTEL
& BEARING BRICK

NEW DOOR IN NEW
OPENING, TYP. LEVELS 2-4

07

NEW CLAY TILE PARAPET CAP TO
MATCH EXISTING

EXTERIOR METAL GRATE STAIR &
PLATFORM w/ CAMBRIDGE STAINLESS
STEEL ARCHITECTURAL MESH PANELS;
SEE ELEVATIONS

NEW SUSPENDED ENTRY
CANOPY BEYOND

7

1

4

3

5

6

4

A401

20
NEW DOOR IN NEW OPENING

07

3

A171

LEVEL 1
822' - 5"

LEVEL 2
834' - 5"

ROOF
864' - 5"

SUBLEVEL 1
810' - 10"

LEVEL 3
844' - 5"

LEVEL 4
854' - 5"

1 2 3 4 5 6 7 8 9 10

06060606 05 05 05 05
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14141414
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1414
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10101010

10
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10

EX

EX

20

EX EX EX EX

2020

NEW ACCESSIBLE RAMP
(GHOSTED FOR CLARITY)

NEW CONC. STAIRS

NEW SUSPENDED
ENTRY CANOPY

REFURBISH EXIST.
WINDOWS, TYP.

RELOCATED WINDOW

2

A401

EGRESS @ STAIR TOWER;
PATIO ACCESS THRU
ENCLOSURE

3

A401

EXTERIOR METAL GRATE STAIR &
PLATFORM w/ CAMBRIDGE STAINLESS
STEEL ARCHITECTURAL MESH PANELS;
SEE ELEVATIONS

1

5

44

3

1

5 89

20

2

L100

04

03

02 EXISTING WOOD WINDOW TO BE REFURBISHED - 36Wx96H

NOT USED

EXISTING STEEL WINDOW TO BE REFURBISHED - 36Wx62H

10 NEW WINDOW - 48Wx78H

11

12

13

NEW WINDOW - 48Wx96H

NEW WINDOW - 32Wx72H

NEW WINDOW - 36Wx96H

15 NEW WINDOW - 48Wx84H

20 INFILL AND SEAL EXISTING OPENING

WINDOW LEGEND

05 EXISTING WOOD WINDOW TO BE REFURBISHED - 32Wx24H

06 EXISTING STEEL WINDOW TO BE REFURBISHED - 30Wx30H

NOTE: VERIFY ALL EXISTING WINDOW DIMENSIONS & LOCATIONS

07 EXISTING STEEL WINDOW TO BE REFURBISHED - 60Wx36H

EX USE EXISTING OPENING FOR NEW WINDOW(S); CUT DOWN SILL AS NEC.
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14 NEW WINDOW - 48Wx66H

NEW WINDOW - 45Wx84H16

NEW WINDOW - 48Wx60H17

NEW WINDOW - 48Wx72H18

GENERAL NOTES:
1. REFER TO SPEC EXTERIOR FINISH SCHEDULE FOR MATERIAL DETAILS

2. TUCK-POINT AND REPAIR EXISTING BRICK AS NECESSARY

3. ALIGN NEW OPENINGS IN EXISTING MASONRY WALL WITH
COURSING MODULE

4. PROVIDE PRECAST SILL @ NEW WINDOWS NEW OPENINGS; USE
EXISTING BRICK SILLS @ EXISTING.

5. REFURBISH, REPAIR & PAINT EXISTING STEEL LINTELS; REPAIR
MASONRY LINTELS AS NECESSARY

6. REFURBISH, REPAIR OR REPLACE EXISTING TERRA
COTTA PARAPET CAP AS NECESSARY

MATERIAL KEY NOTES:
1 BRICK - EXISTING

2 BRICK - NEW

3 CAMBRIDGE STAINLESS STEEL
ARCHITECTURAL MESH

4 CLAY TILE PARAPET CAP

5 STONE - EXISTING

6 METAL PANEL - NEW

7 EXISTING EXPOSED CONCRETE FRAME

8 CONCRETE STAIRS, WALL OR PLANTER

9 STANDING SEAM METAL ROOF CANOPY
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A300

 1/8" = 1'-0"A300

PROPOSED - EAST ELEVATION1
 1/8" = 1'-0"A300

PROPOSED - SOUTH ELEVATION2

 1/8" = 1'-0"A300

PROPOSED - NORTH ELEVATION3
 1/8" = 1'-0"A300

PROPOSED - WEST ELEVATION4

Preliminary Plan - Subject to change
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