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Survey Made For:
CNC Construction, LLC
4540 210th Lane NE
East Bethel, Mn, 55011

Legal Description:

Lots 12 and 13, Block 5, EXCEPT the westerly 35 feet,
MOTOR LINE ADDITION TO MINNEAPOLIS, according to
the record plat thereof, Hennepin County, Minnesota.

| certify that this survey, plan or report was prepared by me
or under my direct supervision, and that | am a duly Registered

Land Surveyor under the laws of the State of Minnesota.

November 7, 2013

Rev November 13, 2013

oot

Jonathan L. Faraci

Registered Land Surveyor & Registered Engineer

Minnesota Registration No. 16464
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SCALE

1 inch = 20 ft.

S01°05'51”W  89.89 (Measured)

12 FT. PUBLIC ALLEY

CERTIFICATE OF SURVEY

LAKE AND LAND SURVEYING, INC.
1200 Centre Pointe Curve, Suite 275

NOTES:

Denotes 12 Inch Common Spike set with

O Washer stamped RLS 16464,
@ Denotes Iron Monument found
size, type, & R.L.S. as noted.
x 876.53 Denotes Existing Spot elevation
--875-- Denotes Existing Contour
—uc— Denotes Underground Gas Line
—owi— Denotes Overhead Utility Wires

Denotes

Concrete Surface

SITE ADDRESS: 3144 & 3146 Garfield Ave S, Mpls, MN
and 600 W 32nd St, Mpls, MN

AREA: 7,682 SQ. FT. OR 0.18 ACRES

BASIS OF BEARINGS: ASSUMED

LAKE & LAND SURVEYING. JOB NO. 2013.114
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ABBREVIATIONS KEY:

REFERENCE SYMBOLS:

PRIMARY CONTACTS:

PROJECT TITLE

AND

ANCHOR BOLT
AIR CONDIT
ABOVE FINISH FLR

. ADDITIONAL

'N.  ADDITION

AIR HANDELING
ADJUSTABLE
ALTERNATE
ALUMINUM
ASSEMBLY

BY OWNER
BOARD
BUILDING
BLOCKING
BEDROOM
BREAKFAST RM
BASEMENT
CONTROL JOINT

. CONCR

ETE
MASONRY UNIT
CASED OPENING
CERAMIC TILE
CABINET
CENTERLINE
CEILING
CLOSET
CARBON MON
CONSTRUCTION
COLUMN

. CONCRETE

CONTINUOUS
CORRIDOR

. COORDINATE
CASING

CASEWORK
CONTRACTOR
CABLETV
DESIGN BUILD
DISHWASHER

. DEMOLITION

DIAMETER
DIMENSION
DOWN

DEEP (DEPTH)
DINING ROOM,DR
DETAILL
DRAWING
EXPAN JOINT
EACH
ELEVATION
ELECTRICAL
ELEC METER
EMERGENCY
ENCLOSURE
EQUAL
EQUIPMENT
ETCETERA
EXISTING
EXPANSION
EXTERIOR
FRONT & BACK
FIRE ALARM
FLOOR DRAIN
FIRE EXTING
FINISHED FLOOR
FINISHED OPEN

DRAWING NUMBER

OWNER / DEVELOPER:

FNDN.  FOUNDATION P.LAM. PLASTIC LAMINATE

FIN. FINISH P.S. PLUMBING STACK D & D REAL ESTATE

;:_).(;T' E:_XOTUORRE ELLAS Efg;giw LINE ™ DRAWING TITLE Danny Perkins & Drew Levin

: : AT P SCALE: 1/4=10" FIRST 02.20.2002 i

FLASH.  FLASHING PLBG. PLUMBING ‘V@ ! 1221 Nicollet Mall #209
FLUOR.  FLUORESCENT POL.  POLISHED PAGE DETAIL IS DRAWN L EN v Minneapolis, MN 55403

F.P. FIREPLACE PR. PAIR SCALE OF DRAWING danieleperkins@gmail.com
FT. FOOT, FEET PT. PAINT, PAINTED drewleviné8@gmail.com

FIG. FOOTING PRTN.  PARTITION

GYP.BD. GYPSUM BOARD PLWD. PLYWOOD

G.C.  GENERAL CONT QT QUARRYTILE ] B R (cE NUMBER CONTRACTOR:

GA. GAUGE ;ég sggTSﬂELF / CNC Construction, LLC
GALV.  GALVANIZED ;

GEN.  GEMERAL RIS. RISER 4 2 INTERIOR ELEVATION REFERENCE Chris Casey

GFCl GROUND-FAULT R.D. ROOF DRAIN 4540 210 Lane NE

INTERRUPTER E-S EEUSEE%QQ?NG PAGE DETAIL IS DRAWN East Bethel, MN 55011

GL. GLASS, GLAZED 0. 612-789-2155

GM.  GASMETER RAD.  RADIATOR, RADIUS office@cncconstruction.or
H.B. HOSE BIBB RD. ROAD .org
H.D. HEAT DETECTOR REINF.  REINFORCE(D) DRAWING NUMBER

HD. HEAD RF. REFRIGERATOR

. HEAD L R orRIoER SECTION CUT REFERENCE CvRﬁHzl&TECCT ehitoct
HDWD.  HARDWOOD gEV' EEXJ?:_?N PAGE DETAIL IS DRAWN _e_ s ompany : reniects
HOR. HORIZONTAL g William Wells, Architect
HDWR.  HARDWARE S&Y  STAIN & VARNISH 3346 Hennepin Ave §

HR. HOUR S.C.  SOLID CORE i o MM 52408

S.D. SMOKE DETECTOR | INNeapols,
:EAC :Eﬁme VENT & S.MTL.  SHEET METAL Q)—— parmmonTyee wellsandcompany@yahoo.com
AIR CONDITIONING S.S. STAINLESS STEEL L ph. 612-669-2052

1D. INSIDE DIMENSION SF SQU’:RE FEEVT

INSUL.  INSULATION SH. SHELF, SHELVES ‘

INTR.  INTERIOR SHT. ~ SHEET ELEV. CIVIL ENGINEER:
ST JOIST SPEC.  SPECIFICATION(S) ELEVATION BENCHMARK Adam Parker, PE

y SPH.  SPRINKLER HEAD ™ om Farker, F )

jf\N' jAOmTTOR SQ.  SQUARE ! Mariner Professional Services
K KITCHEN ST, STAN BEDROOM ROOM NAME/ NUMBER 3346 Hennepin Ave S

LAM LAMINATE STL. STEEL 101 Minneapolis, MN 55408

LAV. LAVATORY STOR.  STORAGE 651-216-7275

LB. POUND STR.  STRUCTURAL 101A DOOR NUMBER

LVRM.  LIVING ROOM S.P. SUMP PIT

LT LIGHT T THERMOSTAT STRUCTURAL ENGINEER:
M.E. MATCH EXISTING T.B. TOWEL BAR

T.B.D.  TO BE DETERMINED

M.O. MASONRY OPENING 10. TOP OF

MAX. MAXIMUM

MECH.  MECHANICAL TP, TOILET PAPER HLDR
MFGR.  MANUFACTURER 788 TOP & BOTIOM
MIN, MINIMUM T&G  TONGUE & GROOVE
MIR. MIRROR TEL.  TELEPHONE
MISC.  MISCELLANEOUS TH. THICK, THICKNESS 7
UN.O.  UNLESS NOTED
I MATERIAL OTHERWISE
MLD'G.  MOULDING VB, VINYLBASE
N. NORTH VI VINYLTILE
N/A NOT APPLICABLE V.W.C. VINYLWALL COV \
NF. NATURAL FINISH VERT.  VERTICAL
N.TS. NOTTO SCALE W/D  WASHER/DRYER \\ /
NO. NUMBER W/ WITH -
NOM.  NOMINAL W/O  WITHOUT
O.C. ON CENIER w. WEST, WIDE, WIDTH
oD. OUTSIDE DIMENSION S

OVH. OVERHEAD

OPNG.  OPENING W.IC.  WALK-IN CLOSET

W.W.F. WELDED WIRE FAB

ORG.  ORIGIIAL wo. woop
ov. OVEN W.H. WATER HEATER

WNDW. WINDOW(S)
WT. WEIGHT

AREA OF REVISION FROM

PREVIOUS DRAWING ISSUE

n DETAIL REFERENCE

W.C.  WATER CLOSET SMOKE DETECTOR-HARDWIRED
(SD) AND INTERCONNECTED WITH
BATTERY BACKUP

VENT TO EXTERIOR
EXHAUST FAN

HVAC DESIGNER:

LAND SURVEYOR:

A NEW FOUR UNIT RENTAL TOWNHOUSE PROJECT

IN MINNEAPOLIS, MN

SUBMITTED FOR PDR AND ZONING APPROVAL

600 West 32nd St
MINNEAPOLIS, MN 55408

Hast Bethel, MN 55011

4540 210th LN NE
ceasey(@cncconstruction.org

CNC CONSTRUCTION

INDEX TO DRAWINGS:

PROJECT DESCRIPTION

GENERAL PROJECT NOTES

0 o N o

SEE STRUCTURAL SHEETS FOR FOUNDATION WALL THICKNESS AND
SPECIFICATIONS.

ALL INTERIOR WALL DIMENSIONS SHOWN ON THE ARCHITECTURAL
FLOOR PLANS ARE FROM FINISHED FACE OF WALL TO

FINISHED FACED OF WALL.

GC MUST PROVIDE CONTINUOUS WATERPROOFING AROUND ALL
FOUNDATION WALLS AND OVERLAP UNDER SIDING. SEE WALL
SPECIFICATIONS ON SHEET T2.

GC MUST PROVIDE CONTINUOUS DRAIN TILE AROUND ALL
FOUNDATION WALLS. SEE WALL SECTIONS AND SPECIFICATIONS.
ALL BEDROOMS MUST HAVE A SMOKE DETECTOR HARD WIRED.
ALL BEDROOMS MUST HAVE A CO DETECTOR WITHIN 10" OF THE
BEDROOM DOOR AS REQUIRED BY CODE.

ALL BATHROOMS MUST HAVE EXHAUST FAN.

ALWAYS PROVIDE A PAN UNDER WASHER AND DRYER.

SEE SHEET T2 FOR WALL TYPES

DO NOT SCALE OFF THE PLANS. THE CONTRACTOR MUST
CONTACT ARCHITECT WITH DIMENSION QUESTIONS.

THE ORIGINAL PRINTED PLAN SIZE IS 22" X 34.

THE CONTRACTOR AND SUBCONTRACTORS MUST VISIT THE SITE
AND BECOME FAMILIAR WITH ALL EXISTING CONDITIONS PRIOR
TO SUBMISSION OF BIDS.

THE CONTRACTORS SHALL PULL ALL NECESSARY PERMITS,

AND CARRY INSURANCE, LICENSES AND CERTIFICATES.
CONTRACTOR SHALL FURNISH AND INSTALL ALL ITEMS WHICH ARE
OBVIOUS AND NECESSARY TO INSURE GOOD WORKMANSHIP
AND INSTALLATION EVEN IF NOT SPECIFICALLY MENTIONED ON
THE DRAWINGS, INCLUDING BUT NOT LIMITED TO BLOCKING AND
BRACING FOR ALL BATHROOM HARDWARE.

ALL DOORS AND HARDWARE SHALL BE IN COMPLIANCE WITH
APPLICABLE CODES AND ORDINANCES. ALL WORK TO BE DONE
IN COMPLIANCE WITH THE LATEST LOCAL AND STATE BUILDING
CODES AND ORDINANCES.

20.

21.

22.

23.

24.

25.

PROVIDE METAL CORNER BEAD AT ALL OUTSIDE
CORNERS OF GYPSUM BOARD SURFACES.

UPON COMPLETION OF THE PROJECT, THE
CONTRACTOR SHALL WASH CLEAN ALL SURFACES
AND LEAVE THE WORK IN A CLEAN CONDITION.
SEE FINISH SCHEDULE FOR ALL INTERIOR FINISHES.
DO NOT SCALE THE PLANS. CONTACT ARCHITECT.
FIRESTOP ALL OPEN SPACES AROUND PENETRATIONS
IN FIRE RATED ASSEMBLIES WITH INTUMESCING
FIRESTOP, UL APPROVED, BY 3M OR EQUAL.
CONTACT ARCHITECT REGARDING ANY
DISCREPANCIES OR CONFLICTS IN THESE DRAWINGS.
THE CONTRACTOR MUST PROVIDE THE ARCHITECT
WITH SHOP DRAWINGS FOR ALL STAIRS, GATES,
FENCES, RAILINGS, HANDRAILS, AND DECKS,
WALKWAYS, FLOOR TRUSSES, SPRINKLER SYSTEM.
CONTRACTOR TO PROVIDE TYPE ABC

FIRE EXTINGUISHER FOR EACH UNIT.

AT ALL WET LOCATIONS PROVIDE AQUA-TOUGH TILE
BACKERBOARD OR EQUAL.

ALL CAULKING AT KITCHEN AND BATHROOM
LOCATIONS TO BE SILICONE BASED. MATCH COLOR
WITH ADJ FINISH.

THE CONTRACTOR SHALL AT ALL TIMES KEEP THE
PREMISES SECURE AND FREE FROM WASTE. PROVIDE
PROPER FENCES AND SIGNAGE AROUND SIDEWALKS.
SUBSTITUTIONS SHALL BE CONSIDERED AT BID

STAGE. DURING CONSTRUCTION CONTRACTOR MUST
GET WRITTEN APPROVAL FROM THE OWNER BEFORE
MAKING ANY SUBSTITUTIONS.

ARCHITECTURAL / CIVIL SHEETS / STRUCTURAL SHEETS

Gl
G2
G3

A10
All
Al.2
Al3
Al.4
AlS
A2.0
A2.1

COVER SHEET

CODE SHEET AND WALL TYPES
WINDOW AND DOOR SCHEDULE

LEGAL DESCRIPTION:

Lots 12 and 13, Block 5, EXCEPT the westerly 35 feet,
MOTOR LINE ADDITION TO MINNEAPOLIS, according to
the record plat thereof, Hennepin County, Minnesota.

SURVEY OF EXIST CONDITIONS Lot #1: 3144 Garfield Ave S. Minneapolis, MN 55408
DEMOLITION AND EROSION CONTROL PLAN PID: 03026242201 14
Lot #2: 3146 Garfield Ave S. Minneapolis, MN 55408
CIVIL SHEETS PID 0302822420115
CIVIL SHEETS Lot #3; 600 32nd St W. Minneapolis, MN 55408
CIVIL SHEETS PID: 0302824230001
SITE PLAN / LANDSCAPE PLAN Combined Lot Size (all 3 lots): 7,682 saft (0.18 Acres)
LIGHTING CALCS
SITE DETAILS BUILDING CODE: MN State Building Code 2007
SITE DETAILS AND LANDSCAPE SPEC IRC 2006
LANDSCAPE SPEC IRC CONSTRUCTION TYPE:
FOUNDATION AND BASEMENT PLANS
FIRST FLOOR PLANS LOT ZONED: R4 (MULTI-FAMILY)
SECOND FLOOR PLANS
THIRD FLOOR PLAN PROPOSED UNITS: 4 Townhomes With 4 Bedrooms per Unit

ATTIC PLANS (FOURTH FLOOR)

ROOF PLAN

FRONT AND REAR BUILDING ELEVATIONS
SIDE BUILDING ELEVATIONS

PROPOSED IMPERVIOUS SURFACE:
PROPOSED BUILDING FOOTPRINT:

See Sheet L1
2,185 SQFT (FOUNDATION FOOTPRINT)

PROPOSED BUILDING HEIGHT: 3 STORIES PLUS UNFINISHED BASEMENT
PROPOSED PARKING: 6 - (2) Spacesin (3) of the Unit's Basement Garage
2 - Surface Parking Spaces
8 TOTAL OFF STREET PARKING SPACES
PROPOSED WINDOWS: VINYL
PROPOSED EXTERIOR: CEMENT BOARD PANELS, STONE, AND VINYL LAP SIDING

PROPOSED UNIT ADDRESSING AND KEY PLAN:

\ \

| |

! #3144 !

! SU RFA&E\;?;E%NG LOT -

| ok

‘ #3146 | ‘ E

| 3
(O]

| ]

| |

! % #602 #600 [ ‘

s |

| 2 |

] ® |

32nd St W
PRELIMINARY - FOR ZONING APPROVAL ONLY

612-669-2052
3346 Hennepin Ave S
Minneapolis, MN 55408
www.WellsandCompanyArchitects.com

WELLS & COMPANY
ARCHITECTS

@ 2013 Wl & Compary Archlecls

PROJECT TITLE:

A NEW 4 UNIT TOWNHOUSE
RENTAL HOUSING PROJECT
600 W. 32nd St

3146 Garfield

3144 Garfield

Minneapolis, MN

SHEET TITLE:

TITLE SHEET

PROJECT #: 01-2013
DRAWN BY: WELLS
CHECKED BY: WELLS
ISSUE: DATE:

I hereby certify that this plan
specification or report was prepared

by me or under my direct supervision
and that | am a duly registered

architect under the law of

the state of: Minnesota

signed;
William M. Wells, Architect

date: reg.no. 49615
SHEET NO:

T1




Survey Made For: CERTIFICATE OF SURVEY

CNC Construction, LLC
4040 210th Lane NE LAKE AND LAND SURVEYING, INC.

East Bethel, Mn, 55011 ) )
1200 Centre Pointe Curve, Suite 275
Legal Description: Mendota Heights, Minnesota 55120
(651) 776—6211 EN
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. . 4 2 0
the record plat thereof, Hennepin County, Minnesota. EXISTING STUCCO o= o o
GARAGE - X876.23 (3140) e
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Jonathan L. Faraci —~ GARAGE el > 87812 876.17 0,5 875141’ i f 5 g D) ° &
Registered Land Surveyor & Registered Engineer o < l| \\ SR CONDINONER X P | Afﬁgﬂsmﬁ O © 3
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NS M HOUSE S | \ s < O
., L3 - ZERi[AOERY N LOT 13 \ IRl FIRE O %872.05 | v
g Ly -t LL/ 873.33 b -. < n ] HYDRANT (@)
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S | s o AL L
SCALE Sl 87351, | | | X875.70 875.691 1 [} | v a72 BENCHMARK; [TOP NUT OF HYDRANT
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@ Denotes Iron Monument found 87050 . - E7188 oo : " e s g8 o7 ” o o
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x 876.53 Denotes Existing Spot elevation .
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‘ 15"STM STM STM STM ?
—uc— Denotes Underground Gas Line 32ND STREET WEST
&
—owi— Denotes Overhead Utility Wires (80 FT. RIGHT—OF—WAY)
=S8 48” BR TUNNEL ss ss ss
Denotes Concrete Surface 45" BR TUNNEL——————— SS
SITE ADDRESS: 3144 & 3146 Garfield Ave S, Mpls, MN
and 600 W 32nd St, Mpls, MN l
AREA: 7,682 SQ. FT. OR 0.18 ACRES _— W W m e - 5 ~
BASIS OF BEARINGS: ASSUMED W & i
LAKE & LAND SURVEYING. JOB NO. 2013.114 ‘
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MINNEAPOLIS STANDARD EROSION CONTROL NOTES

1) Contractor must call for a pre-construction meeting 48 hours prior to any land disturbances
612-673-2738. Failure to do so may result in the revocation of permit and a stop work order
being issued.

2) Install perimeter erosion control at the locations shown on the plans prior to beginning
construction. (Hay bales are not an acceptable perimeter control)

3) Before beginning construction, install a temporary rock construction entrance at each point where
vehicles exit the construction site. Use 2 inch or greater diameter rock in a layer at least 6
inches thick across the entire width of the entrance. Extend the rock entrance at least 50 feet
into the construction zone. Use a geo-textile fabric beneath the aggregate in order to prevent
migration of soil into the rock from below

4) Remove all soils and sediments tracked or otherwise deposited onto public and private
pavement areas. Removal shall be on a daily basis when tracking occurs.Sweeping may be
ordered by at any time if conditions warrant. Sweeping shall be maintained throughout the
duration of the construction and done in a manner to prevent dust being blown to adjacent
properties.

5) Install inlet protection at all public and private catch basin inlets, which receive runoff from the
disturbed areas. Catch basin inserts are required in undisturbed areas that receive runoff from
disturbed areas. NOTE: Hay bales or filter fabric wrapping the grates are not effective or
acceptable form of inlet protection.

6) Locate soil or dirt stockpiles no less than 25 feet from any public or private roadway or
drainage channel. If remaining for more than seven days, stabilize the stockpiles by mulching,
vegetative cover, tarps, or other means. Control erosion from all stockpiles by placing silt
barriers around the piles. Temporary stockpiles located on paved surfaces must be no less than
two feet from the drainage/gutter line and shall be covered if left more than 24 hours.

7) Maintain all temporary erosion and sediment control devices in place until the contributing
drainage area has been stabilized.Inspect temporary erosion and sediment control devices on a
daily basis and replace damaged control devices immediately.

8) Temporarily or permanently stabilize all construction areas which have been finishgraded, and all
areas in which grading or site building construction operations are not actively underway against
erosion due to rain, wind and running water within 7-14 days. Use seeding and mulching,
erosion control matting, and/or sodding and staking in green space areas. Application of gravel
base on areas to be paved recommended minimizing erosion potential.

9) Remove all temporary synthetic, structural, non-biodegradable erosion and sediment control
devices after the site has undergone final stabilization and permanent vegetation has been
established, minimum vegetation establishment is 70% cover,maintain all temporary erosion control
devices until 70% established cover is achieved.

10)Ready mixed concrete and concrete batch plants prohibited within the public right of way,
designate concrete mixing/washout locations in the erosion control Plan. Under no circumstances
may washout water drain onto the public right of way or into the public storm sewer.

11)Save and protect all trees in the right of way during construction with a chain link fence
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GENERAL CONSTRUCTION NOTES

DURING EXCAVATION FOR THE NEW FOUNDATION, THE SLOPES TO THE BOTTOM OF THE
EXCAVATION CAN NOT EXCEED 1:1 AND THE CONTRACTOR MUST PROVIDE A FENCE
AROUND THE SITE TO PREVENT UNAUTHORIZED ACCESS.
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GENERAL SITE PLAN NOTES:

. The Total site is 7,682 sqft, The impervious surface on the site is 5,658 saft = 73.5% Impervious Surface

. The topographic datum is based on the top of the existing fire hydrant.

. See civil sheets C1 for erosion confrol plan.

. The contractor shall call the surveyor of record and have the proposed building staked before excavation.

. Contact 612-673-2451for the required utility connection permit for the proposed sanitary sewer connection.

. Contact Paul Martinson at 612-499-9209 regarding removal and / or protection of frees in the city right of way.

. Contact Craig Allison 612-673-3280 regarding water service sizes and connections for the building.

. Contact Paul Chellsen at public works for information regarding required sewer design.

. Contact Tom Frame 612-673-5807 to schedule an inspection need with Environmental Services fo idenfify and

register equipment and processes that cause or have the potential to impact the environment.

10. Contact MN State Duty officer 651-649-5451 If contaminated soil is encountered during construction.

11. The lighting fixtures shall not exceed two thousand (2,000) lumens equivalent to a one hundred fifty (150) watt
incandescent bulb) unless of a cutoff type that shields the light source from an observer at the closest
property line of any permitted or condifional residential use.

12. The lighting fixtures shall be effectively aranged so as not to directly or indirectly cause illumination or glare in
excess of one-half (%4) footcandle for residential use, and five (5) footcandles measured at the street,
curb line or nonresidential property line nearest the light source.

13. The lighting plan must comply with Section 535.590 of the Minneapolis Zoning Code.

14. The landscape contractor and all subcontractors shall inspect the site and become familiar with the existing
conditions relating o the nature and scope of the work, before providing a bid on the project.

15. The landscape contractor shall verify plant layout, drainage, and dimensions on site and bring any
discrepancies fo the attention of the architect. The landscape contractor shall not change plant types
without architect or Owner's written permission.

16. The landscape contractor and general contractor shall protect all existing blvd trees.

17. The landscape confractor shall install all new plants and trees after all grading and construction has been
completed and provide a one year warranty.

18. Sod all existing grass areas disturbed due to grading and construction. Where sod abuts paved surfaces, the
finished grade or sod shall be held to 1" below the surface elevation of the paved area. The sod shall be laid
parallel to the contours and shall have staggered joints.

19. The landscape contractor shall assure compliance with all applicable codes and regulations governing the
work and or materials supplied and all plant materials installed comply with the latest edition of the American
Standards for Nursery Stock, ANSI Z60.1 unless noted otherwise.

20. The landscape contractor shall warranty all installed plants, trees and shrubs for one year, minimum.

21. The landscape confractor shall ensure all planting areas receiving ground cover, perennials, or annuals shall
receive a minimum of 18" depth of planting soil consisting of at least 45 parts topsoil, 45 parts screened
compost or manure and 10 parts sand.

22.The landscape contractor shall provide min 4" deep shredded hardwood mulch in all shrub and plant beds as
shown on plans, provide a fiber mat weed barrier.

23. All snow shall be removed from the site during winter months. There is no long term snow storage on site.

OO NN W

WATER AND SEWER NOTES:

24. PROVIDE 4' K COPPER WATER SERVICE, 4" SCH 40 PVC w/ ASTM APPROVED AND PRIMED AND GLUED JOINTS TO
EXISTING & CONNECTED AT CURB. SEWER SERVICE TO ENTER PROPOSED STRUCTURE WITHIN 27' BUILDING LINES
AS PER THE CITY OF MINNEAPOLIS SEWER AND WATER REQUIREMENTS

ADDRESSING NOTES:
25. See Key Plan on Cover Sheet for Addressing. Post signage it in the front and in the rear or on a building to be
readily identified in case of fire or other emergency.

SIDEWALK:
26. The confractor must replace any concrete infrastructure in the City right of Way that is damaged during
construction.

WATER AND SEWER:

27. Replacement of the existing water service will be necessary, any existing connections not in use shall be r
removed per Utility Connections Dept,call 612-673-2451 for more info.

28. The existing sanitary sewer service connection should be televised during construction to determine if it is
damaged, questions related fo public works surface water and sewer divisions should be directed towards
Jeremy Strehlo, engineer at 612-673-3973

ENVIRONMENTAL HEALTH

29. The confractor must check the static water level during construction to assist in determining if dewatering

will be needed during construction and to ensure subgrade levels will not be impacted.

30. Permits and approval are required from Environmental Services for the following activities: After hours work;
Temporary storage of impacted soils on site prior fo disposal or reuse; Remediation of contaminated soil and
groundwater, Reuse of impacted soils on site; Dewatering and discharge of accumulated storm water or ground
water fo city sewers; Flammable waste fraps, Underground or aboveground tank installation or removal; Well
construction or sealing; On-site rock crushing. Contact Tom Frame at tom.frame@minneapolismn.gov. for permit
applications and approvals.

. No construction, demolition or commercial power maintenance equipment shall be operated within the city
between the hours of 6:00 p.m. and 7:00 a.m. on weekdays or during any hours on Saturdays, Sundays and state
and federal holidays, except under permit. Contact Environmental Services at 612-673-3867 for permit information.

w

CONSTRUCTION CODE SERVICES
32. During excavation for the new foundation, the slopes to the bottom of the excavation can not exceed 1:1 and the
contractor must provide a fence around the site at all times to prevent unauthorized access.

PROPERTY LEGAL DESCRIPTION

Lots 12 and 13, Block 5, EXCEPT the westerly 35 feet, MOTOR LINE ADDITION TO MINNEAPOLIS, according fo the
record plat thereof, Hennepin County, Minnesota.
SYMBOL / LEGEND:

x[900.0 |

x 9200.0

NORTH Proposed Spot

Elevation

N\ Site Plan

N/ scale: 1/8=1-0'

Existing Spot
Elevation
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GENERAL NOTES:
1

Any wood touch

N -

ing concrete must be treaded wood.

See structural sheets for all framing sizes and foundation specifications.
All mechanical, electrical, and plumbing is design-build. All subs must verify layouts

icensed, bonded, insured, and pull their owner permits at the city.
st have a closet, light on 2-way switch, electrical outlet on each
ows, and smoke detector.

All carpet in basement must be on mold resistant pad
provide continuous drain file on both side of fndn wall.
Provide radon mitigate system, vent through roof.

3.
with owner prior to install.
All subs must be |
All bedrooms mu
wall, egress wind
6.
7.
8.
9.

Head height in showing under stairs can not be less than

7'-0"Rough In and contact architect for inspection.
10.  Provide a bath fan in every bathroom. Vent to exterior.
10.  All showerwalls are Tile on Durock (no Gyp Bd in wet areas).
11, Connect floor drains in basement to storm sewer, typ.

PLUMBING & APPLIANCE NOTES:

Hot Water Heaters:
HVAC/Furnaces:

Washer / Dryer:
Elec Box:

50 gallon, Gas heated, 1 per unif (3 fotal) provide
venting fo the exterior.

92% Efficient Gas furnace on raised concrete pad.
provide all flexible round ducts hidden in floor frusses.
27" x 27" (each unit). Dryer is Gas, vent fo exterior

150 amp service

NORTH

"\ Foundation Plan
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GENERAL NOTES:

1.
2.

Any wood touching concrete must be treaded wood.

See structural sheets for all framing sizes, stair openings and column
locations.

All mechanical, electrical, and plumbing is design-build. All subs
must verify layouts with owner prior to install.

All subs must be licensed, bonded, insured, and pull their owner
permits at the city.

See sheet E2 for electrical and lighting plan.

Provide radon mitigate system, vent through roof.

Provide a fan in each bathroom. vent to exterior

Coordinate and verify size of mechanical chase, before
installing bathroom fixtures.

All bedrooms must have a closet, light on 2-way

switch, electrical outlet on each wall, egress

windows, and smoke detector.

All Bathtub walls are Tile on Durock (no Gyp Bd in wet areas)

PLUMBING & APPLIANCE NOTES:

Bathtub : 5-0"long x 2-6" wide fiberglass tub insert
with file suround on Durock.
verify file with Owner before install
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