
  

Date Application Deemed Complete June 17, 2016 Date Extension Letter Sent Not applicable 

End of 60-Day Decision Period August 16, 2016 End of 120-Day Decision Period Not applicable 

 

  

 

 

LAND USE APPLICATION SUMMARY 

Property Location: 4346 Nicollet Avenue 

Project Name:  4346 Nicollet Avenue Conversion 

Prepared By: Janelle Widmeier, Senior City Planner, (612) 673-3156 

Applicant: Matthew Hess 

Project Contact:  Matthew Hess 

Request:  To allow a side principal entrance for a second dwelling unit. 

Required Applications: 

Variance  
To reduce the minimum interior side yard requirement adjacent to the 
north lot line from 15 feet to 6 feet to allow a principal entrance for a 
second dwelling unit. 

SITE DATA 

Existing Zoning OR1 Neighborhood Office Residence District 

Lot Area 5,086 square feet  

Ward(s) 8 

Neighborhood(s) King Field 

Designated Future 
Land Use Urban Neighborhood 

Land Use Features Community corridor (Nicollet Avenue) 

Small Area Plan(s) Not applicable 
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BACKGROUND 

SITE DESCRIPTION AND PRESENT USE. The existing use is a single-family dwelling.  It was 
permitted for construction in 2014.   

SURROUNDING PROPERTIES AND NEIGHBORHOOD. There is a mix of residential and 
nonresidential uses in the immediate area.  A single-family dwelling is located to the north of the subject 
property.   

PROJECT DESCRIPTION. The applicant is proposing to convert the existing single-family dwelling 
to a two-family dwelling in the OR1 district.  The second unit is proposed to be added to the basement 
level.  To access the second unit, a new exterior entrance, stairs, and landing are proposed on the north 
side of the dwelling that would connect to the landing for the interior staircase.  Where a principal 
entrance faces an interior side lot line, the minimum required interior side yard setback is 15 feet. The 
existing setback where the door is proposed to be added is 6 feet.  A variance is required to reduce the 
interior side yard requirement to allow the entrance.  The stairs and landing are permitted obstructions. 

PUBLIC COMMENTS. As of the writing of this report, no comments have been received from the 
neighborhood group. Any correspondence received prior to the public meeting will be forwarded on to 
the Zoning Board of Adjustment for consideration.  

ANALYSIS 

VARIANCE 
The Department of Community Planning and Economic Development has analyzed the application for a 
variance to reduce the minimum interior side yard requirement adjacent to the north lot line from 15 
feet to 6 feet to allow a principal entrance for a second dwelling unit based on the following findings: 

1. Practical difficulties exist in complying with the ordinance because of circumstances unique to the property. 
The unique circumstances were not created by persons presently having an interest in the property and are 
not based on economic considerations alone. 

Practical difficulties exist in complying with the ordinance due to circumstances unique to the 
property.  The existing building was constructed as a single-family dwelling.  The applicant purchased 
the property after construction was complete. The site is located in the OR1 district where a 
multiple-family dwelling is a permitted use.  The maximum density allowed on a lot at least 5,000 
square feet in area is mainly limited by the minimum parking requirement and the maximum gross 
floor area requirements.  The site is also located on a community corridor where up to medium 
density is supported in appropriate locations.  To accommodate increased density supported by the 
comprehensive plan and to minimize adverse aesthetic impacts from exterior changes to the existing 
building, the applicant is proposing to locate the entrance for the second unit on the side of the 
structure. 

2. The property owner or authorized applicant proposes to use the property in a reasonable manner that will 
be in keeping with the spirit and intent of the ordinance and the comprehensive plan. 

In general, yard controls are established to provide for the orderly development and use of land and 
to minimize conflicts among land uses by regulating the dimension and use of yards in order to 
provide adequate light, air, open space and separation of uses.  The applicant is proposing to convert 
the existing single-family dwelling to a two-family dwelling with a new entrance on the north side of 

https://www.municode.com/library/mn/minneapolis/codes/code_of_ordinances?nodeId=MICOOR_TIT20ZOCO_CH525ADEN_ARTIXVA_525.500REFI
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the dwelling.  The site is located on a community corridor where medium density is appropriate.  
The applicant has indicated that the new entrance would connect directly to the Nicollet Avenue 
public sidewalk and backyard by way of a new walkway as well. The adjacent dwelling to the north is 
set back over 30 feet from the proposed door.  The proposal would comply with all other applicable 
ordinances.  The request is reasonable and consistent with the intent of the ordinance and the 
comprehensive plan. 

3. The proposed variance will not alter the essential character of the locality or be injurious to the use or 
enjoyment of other property in the vicinity. If granted, the proposed variance will not be detrimental to the 
health, safety, or welfare of the general public or of those utilizing the property or nearby properties. 

The granting of the variance would not affect the character of the area or be injurious to the use or 
enjoyment of other property in the vicinity. The adjacent property to the north is closest to the 
proposed entrance.  The adjacent dwelling is set back over 30 feet from the proposed door.  The 
proposed door location is near the front of the dwelling and would not eliminate any windows.  The 
granting of the variances would not be detrimental to the health, safety or welfare of the public or 
those utilizing the property provided the proposed work is constructed to current building codes. 

RECOMMENDATIONS 

The Department of Community Planning and Economic Development recommends that the Zoning 
Board of Adjustment adopt staff findings for the application by Matthew Hess for the property located at 
4346 Nicollet Avenue: 

A. Variance to reduce the minimum interior side yard requirement. 

Recommended motion: Approve the variance to reduce the minimum interior side yard requirement 
adjacent to the north lot line from 15 feet to 6 feet to allow a principal entrance for a second dwelling 
unit, subject to the following conditions: 

1. Approval of the final site, including proposed walkways, elevation and floor plans by the 
Department of Community Planning and Economic Development. 
 

2. All site improvements shall be completed by July 14, 2018, unless extended by the Zoning 
Administrator, or the permit may be revoked for non-compliance. 

 

ATTACHMENTS 

1. Zoning map 
2. Written description and findings submitted by applicant 
3. Photos 
4. Site survey 
5. Proposed site plan 
6. Building elevations 
7. Floor plans 
8. Detail sketches 
9. Comments received 
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Zoning Variance for Primary Entrance of Second Dwelling Unit 
4346 Nicollet Ave, Minneapolis MN, 55409 
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Project 
Project Proposal: 

Attain primary entrance to below-grade floor of current second dwelling, by acquiring variance to bring 
structure within city zoning compliance. 

  

Objective: 

Modify existing structure to accommodate a separate entrance in a fashion which maintains greatest 
harmony with typical, historic neighborhood elements of dwelling design. 

 

Alternative (Alt) Selection: Title 20, 535.250 - Interior side yards for dwellings with side entrances 

1) Install typical style entry door in structure, at side yard. (Ultimate value) 

2) Install cellar style entry door in structure, at rear yard. (Unmanageable value) 

3) Remodel the existing entry way. (Trivial value) 

 

Benefits & Costs Analysis: (simple is often best) Selection Alternative 1 

 Alt 1: typical/similar to existing structures of neighborhood (entrance non-primary) (+), minimal 
excavation (+), minimal construction duration (+), minimal impermeable surface disturbance of exterior 
Alts (+), high public visibility provides safety factor for resident (+), feasible economic cost (+). 

 Alt 2: atypical to existing structures of neighborhood (-), “concrete monolith eyesore” to 
neighborhood back yard views (-), substantial excavation (-), maximum construction duration of all Alts 
(-), substantial increase of impermeable surface and greatest of all Alts (-), low public visibility provides 
reduced safety factor (-), greater light expose to below-grade floor inside dwelling (+), unmanageable 
economic cost (-). Note: for a door to land at floor level of the basement, stairs will extent to the garage. 
Stairs this size will cover a substantial portion of the back yard. 

 Alt 3: fatal fault to this Alt; due to the existing stair access design and study on main level, 
entryway remodel will separate dwelling 1 main living areas into two parts, as well as upper floor 
sleeping and bathroom areas from main living areas (-). Atypical/dissimilar to existing structures of 
neighborhood (single entrance per dwelling on exterior for duplex) (-), No Excavation (+), Typical or 
Maximum Construction Duration (-), no Impermeable Surface increase of Alts (+), High public visibility 
provides safety factor (+), Unsustainable economic cost (-). 
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CURRENT SITE 
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Door Location Alternative 1 
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(First photo taken near AC unit; second photo taken near trash cans.) 
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ALTERNATIVE 1 DOOR & STAIR EXAMPLE 
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These 2 examples turn stairs parallel to structure; door at similar height. 
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ALTERNATIVE 1 MATERIAL EXAMPLES 
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Basement & Main
Level

14007

Minneapolis

4346 Nicollet Ave

2/17/13

Alexander B.

No. Description Date

 1/4" = 1'-0"
1

Basement Level
 1/4" = 1'-0"

2
Main Level

1. REINFORCE FND. WALLS PER CODE
2. PROVIDE POLY UNDER ALL INTERIOR
SLABS
3. CONTRACTOR SHALL VERIFY ALL
DIMENSIONS AND
STRUCTURAL COMPONENTS PRIOR TO
CONSTRUCTION
TO MEET ALL APPLICABLE CODES.
4. WRITTEN DIMENSIONS TAKE
PRECEDENCE OVER
SCALED DIMENSIONS.
5. EXTERIOR WALLS ARE DIMENSIONED TO
OUTSIDE
OF STUD.
6. ALL EXTERIOR OPENINGS AND OPENINGS
IN
BEARING WALLS ARE TO HAVE A (2) 2X10
HEADER. ( UNLESS NOTED OTHERWISE)
7. ALL BEAMS AND HEADERS ARE TO BE
SPECIFIED
BY LUMBER SUPPLIER.
8. WINDOWS AND DOORS ARE SPECIFIED
AS
___________ WINDOWS.
9. MIN. WINDOW SILL HEIGHT SHALL BE 18"
OR HIGHER.

GENERAL NOTES

ALL PLANS ARE TO BE REVISED BY THE
GENERAL
CONTRACTOR AND THE MUNICIPAL BUILDING
OFFICIAL PRIOR TO CONSTRUCTION.
AVA STUDIO LLC. IS NOT RESPONSIBLE
FOR ANY PROBLEM AS A RESULT OF AN
ERROR
OMISSION ON THESE PLANS.

avablueprints.com
DESIGNER - ALEXANDER BOCHARNIKOV
PHONE - 612 532 8159
EMAIL - prohomeexterior@yahoo.com

1. REINFORCE FND. WALLS PER CODE
2. PROVIDE POLY UNDER ALL INTERIOR
SLABS
3. CONTRACTOR SHALL VERIFY ALL
DIMENSIONS AND
STRUCTURAL COMPONENTS PRIOR TO
CONSTRUCTION
TO MEET ALL APPLICABLE CODES.
4. WRITTEN DIMENSIONS TAKE
PRECEDENCE OVER
SCALED DIMENSIONS.
5. EXTERIOR WALLS ARE DIMENSIONED TO
OUTSIDE
OF SHEETING.
6. ALL EXTERIOR OPENINGS AND OPENINGS
IN
BEARING WALLS ARE TO HAVE A (2) 2X10
HEADER. ( UNLESS NOTED OTHERWISE)
7. ALL BEAMS AND HEADERS ARE TO BE
SPECIFIED
BY LUMBER SUPPLIER.
8. WINDOWS AND DOORS ARE SPECIFIED AS
___________ WINDOWS.
9. MIN. WINDOW SILL HEIGHT SHALL BE 18"
OR HIGHER.

GENERAL NOTES

ALL PLANS ARE TO BE REVISED BY THE
GENERAL
CONTRACTOR AND THE MUNICIPAL BUILDING
OFFICIAL PRIOR TO CONSTRUCTION.
AVA STUDIO LLC. IS NOT RESPONSIBLE
FOR ANY PROBLEM AS A RESULT OF AN
ERROR
OMISSION ON THESE PLANS.

avablueprints.com
DESIGNER - ALEXANDER BOCHARNIKOV
PHONE - 612 532 8159
EMAIL - prohomeexterior@yahoo.com

Designed for ICON Homes LLC

TOTAL FINISHED SQ. FT. - 1922
UPPER LEVEL SQ. FT. - 961
MAIN LEVEL SQ.FT. - 961
FOUNDATION SIZE SQ FT. - 1005

COPYRIGHT NOTE:
THIS CONSTRUCTION BLUEPRINTS DESIGNED
BY "AVA STUDIO" MAY NOT BE USED TO BUILD
MORE THEN ONE (1) HOUSE (4346 Nicollet Ave, Mpls)
WITHOUT PRIOR WRITTEN
CONSENT OF THE DESIGNER (AVA STUDIO)
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ICE & WATER SHIELD (FIRST
6'-0" AND AS PER CODE)

15# ASPHALT FELT

1/2" PLYWD. SHTG. W/ CLIPS

ENG TRUSSES @ 24" O.C.

VENT ROOF 1/300 TH. VALLEYS &
ALL ROOF/WALL INTERSECTIONS

3/4" OSB SUBFL.

6" MIN. WOOD / EARTH
SEPARATION

TREATED 2X6 SILL PLATE
& SILL SEAL TYP.

1/2" A.B. @ 6' 0" O.C.
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SOFFIT
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FLASH
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ENG. ROOF TRUSSES @ 24" O.C.

EGRESS ACCESS
AS PER CODE.

CONC. PAD 24" W. X 10" D.
2 - #4's CONT. 3" COVER
UNDER BEARING WALL TYP.

96"x8" REINF. CONC. POURED
FOUNDATION
#4's @ 3'-0" O.C. VERTICAL
#4's @ 2'-0" O.C. HORIZONTAL

20"x8" REINF. CONC. FOOTING
2-#4's CONT. 3" COVER
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0' - 0"

T.O. Basement
8' - 0"
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9' - 6"

T.O. Main Level
17' - 6"

Upper Level
19' - 0"

T.O. Upper Level
27' - 0"

3" MIN. ABS OR PVC OR EQUIVALENT
GAS TIGHT PIPE

SEAL ALL JOINTS
BETWEEN SLAB
AND FOUNDATION WALL

4" PERFORATED DRAIN
TILE W/FILTER FABRIC
8"X16" ROCK TRENCH

SEALED SUMP BASKET

MIN 6 MIL OR 3 MIL CROSS
LAMINATED POLY SHALL BE
LAPPED 12" AND PLACED BELOW
THE SLAB AND ON TOP OF 4" MIN. SAND GAS
PERMEABLE LAYER

INSTALL LABEL READING (RADON REDUCTION
SYSTEM) ON THE VENT PIPE AT EACH FLOOR
AND IN ACCESSIBLE ATTICS

ALL CONTROL JOINTS, ISOLATION JOINTS
CONSTRUCTION JOINTS AND ANY OTHER
JOINTS IN CONCRETE SLABS SHALL BE
SEALED WITH CAULK OR SEALANT

SEAL ALL FLOOR OPENINGS

ALL PIPE JOINTS AND FITTINGS
TO BE GLUED OR TRANSITION
COUPLINGS

PROVIDE SPACE FOR FUTURE
INSTALLATION OF A FAN
*MIN. 24' DIAMETER CENTERED ON
THE AXIS OR THE VENT STACK
*MIN. VERTICAL DISTANCE 36"

INSTALL LIVE OUTLET IN ATTIC WHERE
FUTURE FAN MAY BE INSTALLED
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Upper Level & Section

14007

Minneapolis

4346 Nicollet Ave

2/17/13

Alexander B.

No. Description Date

 1/4" = 1'-0"
1

Upper Level

1. REINFORCE FND. WALLS PER CODE
2. PROVIDE POLY UNDER ALL INTERIOR
SLABS
3. CONTRACTOR SHALL VERIFY ALL
DIMENSIONS AND
STRUCTURAL COMPONENTS PRIOR TO
CONSTRUCTION
TO MEET ALL APPLICABLE CODES.
4. WRITTEN DIMENSIONS TAKE PRECEDENCE
OVER
SCALED DIMENSIONS.
5. EXTERIOR WALLS ARE DIMENSIONED TO
OUTSIDE
OF SHEETING.
6. ALL EXTERIOR OPENINGS AND OPENINGS
IN
BEARING WALLS ARE TO HAVE A (2) 2X10
HEADER. ( UNLESS NOTED OTHERWISE)
7. ALL BEAMS AND HEADERS ARE TO BE
SPECIFIED
BY LUMBER SUPPLIER.
8. WINDOWS AND DOORS ARE SPECIFIED AS
___________ WINDOWS.
9. MIN. WINDOW SILL HEIGHT SHALL BE 18"
OR HIGHER.

GENERAL NOTES

ALL PLANS ARE TO BE REVISED BY THE
GENERAL
CONTRACTOR AND THE MUNICIPAL BUILDING
OFFICIAL PRIOR TO CONSTRUCTION.
AVA STUDIO LLC. IS NOT RESPONSIBLE
FOR ANY PROBLEM AS A RESULT OF AN
ERROR
OMISSION ON THESE PLANS.

avablueprints.com
DESIGNER - ALEXANDER BOCHARNIKOV
PHONE - 612 532 8159
EMAIL - prohomeexterior@yahoo.com

 1/4" = 1'-0"
2

Section 1

 1/4" = 1'-0"
4

Passive Radon Detail Plan

Designed for ICON Homes LLC

TOTAL FINISHED SQ. FT. - 1922
UPPER LEVEL SQ. FT. - 961
MAIN LEVEL SQ.FT. - 961
FOUNDATION SIZE SQ FT. - 1005

COPYRIGHT NOTE:
THIS CONSTRUCTION BLUEPRINTS DESIGNED
BY "AVA STUDIO" MAY NOT BE USED TO BUILD
MORE THEN ONE (1) HOUSE (4346 Nicollet Ave, Mpls)
WITHOUT PRIOR WRITTEN
CONSENT OF THE DESIGNER (AVA STUDIO)













From: Jessica Grams
To: Widmeier, Janelle A.
Subject: 4346 Nicollet Ave.
Date: Friday, July 01, 2016 4:15:10 PM

Hello Janelle,

I received a notice of a public hearing today regarding Matthew Hess's variance application at
 4346 Nicollet. I would like it to be known that as his neighbor, I fully support the variance. 

Thank you, 
Jessica Grams-Anderson
4347 Blaisdell Ave. S
480-529-5108

mailto:jcgrams@hotmail.com
mailto:Janelle.Widmeier@minneapolismn.gov
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