Addendum #2 — Powderhorn Park Playground Improvements

PROJECT: Request for Formal Quote / Bid: Playground Site Demolition, Grading, Surfacing
BY: Kate Lamers - Owner Representative

DATE: August 18, 2016

OWNER: Minneapolis Park and Recreation Board

The additions, omissions, clarifications, and corrections herein shall be made to the Project Manual and Contract
Plans and Specifications for the project, and shall be included in the scope of work and proposals to be submitted.
References made to Plans shall be used as a general guide only. Bidder shall determine the work affected by the
Addendum items.

ADDENDA ITEMS (Only significant items are listed, see reissued documents for all changes.) All changes to the
Quote Set have been noted in this addendum. Sheet L1.3 has been reissued with changes. See reissued
documents for the change noted below.

A. Sheet L1.3 has been corrected to show the label requiring draintile that appeared on the original Grading
and Erosion Control Sheet but was omitted on the revised sheet issued for Addendum 1. No changes to
the draintile locations or requirements have been made.

End of Addendum 2




POOL

Do not block pathways
with construction fencing.

GRADING AND DRAINAGE NOTES:

10 0 10/ 30’ Wading pool construction to be done by others.
_ _ Construction is planned to begin in August 2016,
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1. ALL DRAINTILE TO BE SET INTO WATER PERMEABLE, GEOTEXTILE LINED TRENCHES A MINIMUM OF
12 INCHES BELOW THE SURFACE OF THE SUBGRADE BELOW THE ENGINEERED WOOD FIBER MULCH.
DRAINTILE TO HAVE A MINIMUM OF 6 INCHES OF SOIL COVER. DRAINAGE TRENCH TO BE FILLED
WITH OPEN GRADED AGGREGATE.

SLOPE CONTAINER TO DRAIN TO DRAINTILE TRENCHES

ALL DRAINTILE TO BE ENCLOSED IN A WATER PERMEABLE SOCK.

PROVIDE CAPPED DRAINTILE CLEANOUTS AT ENDS OF DRAINTILE PIPING.

DRAINTILE TO BE 6” PERFORATED PIPE OR APPROVED ALTERNATIVE.

PLAYGROUND SHALL BE GRADED SO THAT THE TOP OF 12 INCHES OF ENGINEERED wOOD FIBER
MULCH IS 2-4 INCHES BELOW THE ADJACENT CURBS. EXCAVATE AS NECESSARY AND REUSE 6
INCHES OF FORMER SAND SURFACING AS A DRAINAGE MEDIUM BELOW ENGINEERED wOOD FIBER.

7. NOTIFY OWNER IF EXISTING PIPE CONNECTIONS TO STORM SEWER ARE NOT FOUND DURING
EXCAVATION, OR IF CONNECTIONS ARE DAMAGED AND UNUSABLE.

8, 4 INCH CONCRETE TO BE PROVIDED BELOW PROPOSED POURED IN PLACE LCOATIONS. SEE STIE
INSTALLATION PLAN FOR LOCATIONS - 12 INCHE BEVEL IS INCLUDED. TOP OF CONCRETE GRADES
TO BE APPROXIMATELY FLUSH WITH THE TOP OF ENGINEERED wOOD FIBER <12 INCH DEPTH). SPOT
ELEVATIONS WILL BE PROVIDED BY OWNER.

9. ALL POURED IN PLACE PATHWAYS TO PROVIDE AN ACCESSIBLE ROUTE INTO THE PLAY CONTAINER.
MAXIMUM SLOPE TO BE 4.5% AND MAXIMUM CROSS SLOPE TO BE 1.87%.

10. VERIFY THICKNESS OF PIP TO BE INSTALLED WITH OWNER PRIOR TO CONCRETE INSTALLATION.
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