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CASTING SHALL BE SET ON FULL MORTAR BED
ANY SHIMS THAT MAY BE USED,
MUST BE PLASTERED OVER WITH

CEMENT GROUT OR MORTAR
BEFORE THE PROJECT IS COMPLETED

/ MIN. 1 ADJ. RING = 3" INCL. MORTAR
MAX. 3 ADJ. RINGS = 8" INCL. MORTAR

WATER STOP
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ANNULAR SPACE AROUND PIPE REQUIRED

TO BE FILLED WITH BRICK & MORTAR. TYPE N

AIR ENTRAINED CONCRETE PLASTER COATED
MIN. 172" THICK INTERIOR & EXTERIOR OF
STRUCTURE TO A SMOOTH FINISH. ALL PIPES

TO BE TRIMMED FLUSH WITH THE INTERIOR WALL

10" OR 12" PIPE
MIN. SLOPE 4" PER 100'

CATCH BASIN RISER TO BE
SET ON A FULL MORTAR BED

TYPICAL CATCH BASIN CONSTRUCTION, MINNEAPOLIS STANDARD

SEWR PLATE REFERENCES:

SEWR-1003
SEWR-1008-R1
SEWR-1009
SEWR-1010
SEWR-1011-R1
SEWR-2006
SEWR-2007
SEWR-2008
SEWR-3000
SEWR-3001

MNDOT SPEC. REF. 2506
DESIGN N MNDOT 4003B
NOT TO SCALE

MINNEAPOLIS

g ‘ DEPARTMENT OF PUBLIC WORKS
DRAWN: DCD DATE: 12/12

APPROVED: KMM
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STANDARD CATCH BASIN CONSTRUCTION

STANDARD
PLATE
NO.
SEWR-1017




