
Minnehaha Ave S Reconstruction

1st Public Meeting

26th St E to 24th St E



Introductions

City Staff

 Supervisor of Street Design – Jeff Handeland

 Project Engineer – Bev Warmka

 Transportation Planner – Anna Flintoft



Overview

• Scope
• Purpose
• Schedule
• Funding
• Assessments
• Existing Conditions
• Considerations
• Preliminary Concepts



Project Scope

Removal & Replacement of:
• Street Pavement



Project Scope

Removal & Replacement of:
• Curb and Gutter



Project Scope

Removal & Replacement of:
• Driveway Approaches



Project Scope

Removal & Replacement of:
• Storm Drain Inlets



Purpose & Process

Street Paving Program Development
• Pavement Condition
• Public Complaints
• Street Maintenance Records
• Other (Age, Traffic, Drainage, Utilities)



Schedule

• Design Input Meetings Summer 2014
• Layout Approval Fall 2014
• Assess. & Precon. Meetings Spring 2015
• Construction Start 2015



Funding
• $3,000,000
• Municipal State Aid
• Net Debt Bonds
• Assessments
• Sewer Revenue
• Water Revenue

Assessments
Other



Assessments
• Influence Area Method
• Uniform Reconstruction Assessment Rate 

$2.39 sq. ft non-residential 2014
• Rate Set Each Year
• Lighting 100% Assessable



Influence Area



Influence Area



Example Assessment
• Uniform Street Construction Assessment Rate

– $2.39 sq. ft. 2014 Rate (non-residential)
– Rate Set Each Year

• Example Assessment Calculation
– 50 x 140 ft. lot:  50 x 140 x $2.39 = $16,730
– About $1200/year over 20 years
– Equivalent to about $100/month



Existing Conditions



Land Use Context

• Existing land uses:  
– primarily light industrial 
– some retail 
– charter high school, Lincoln International High School

• Long‐range plan:  
– industrial employment district (from Midtown Greenway to 24th

Street)



Auto Traffic Considerations

• 7,000 automobiles per day
• Existing two‐lane configuration is adequate
• Existing traffic signals at 24th and 26th Street 
intersections are needed



Pedestrian/Landscape Considerations

• 6.5’ sidewalks at back of curb – snow storage issue
• Power poles in the middle of the sidewalk – accessibility issue
• No boulevards or trees – some trees in right‐of‐way behind 

sidewalk on west side of street – only section of Minnehaha Avenue 
without boulevard trees

• Recommended minimum width of sidewalk and boulevard for 
Minneapolis streets is 12’ 



Bicycle Considerations

• Existing 6’ bike lanes ‐ continuous from U of M W.B. to Minnehaha Falls
• 130 bicyclists per day
• Parallel bike trail along LRT
• Future bike lane on 24th Street from LRT Trail to Minnehaha  Ave (2015?)
• Future bike boulevard on 24th Street from Minnehaha Ave to West River 

Parkway planned



Parking Considerations

• Existing parking both sides of the street
• School bus loading on west side of street
• 44 Spaces West Side
• 28 Spaces East Side



Parking Considerations
• 24th Street
• 25th Street
• 23rd Avenue
• 26th Street



Transit Considerations
• Low Metro 
Transit bus 
volumes

• Route 9 on 
Minnehaha 
Avenue 
from 25th
Street to 
the north



Preliminary Options
• Both Option A and Option B

– Maintain two traffic lanes and two bike lanes
– Add boulevard and trees on east side
– Shift sidewalk back away from power poles on east side

• Option A
– Maintain two (slightly narrower) parking lanes
– Widen sidewalk on west side from 6.5’ to 8.5’ (narrower 
than recommended)

• Option B
– Maintain parking lane on west side only (potential to 
maintain existing 10’ width) – remove parking east side

– Upgrade standard bike lane to buffered bike lane



Preliminary Options
Option A

Option B



Option A

Option B

Existing



Thank you for attending!

• Next Steps
– Develop Layout
– 2nd Public Meeting



Contact Information
• Jeff Handeland

– 612‐673‐2363
– Jeff.Handeland@minneapolismn.gov

• Bev Warmka
– 612‐673‐3762
– Beverly.Warmka@minneapolismn.gov


