CIRCULAR CONCRETE PIPE
NARROW AND WIDE TRENCH WIDTHS IN FEET FOR
CLASS C BEDDING, MEASURED AT TOP OF PIPE IN FEET
PIPE CLASS CLASS Il CLASS Ill CLASS IV CLASS V
PIPEDIA.(in) [ N W N W N W N W
12 35 | 35 [ 35 [ 35 | 35 | 35 [ 35 | 35
15 40 | 40 [ 40 [ 40 | 40 | 40 | 40 | 45
18 40 [ 40 | 40 | 40 | 40 | 45 | 40 | 50
21 45 | 45 [ 45 | 45 | 45 | 50 | 45 | 55
24 45 | 45 [ 45 [ 50 | 45 | 50 | 45 | 60
27 50 | 50 [ 50 | 55 | 50 | 55 [ 50 | 65
30 55 | 55 [ 55 | 55 | 55 | 60 | 55 | 7.0
33 55 | 60 [ 55 [ 60 | 55 | 65 | 55 | 75
36 65 | 65 | 65 | 65 | 65 | 70 | 65 [ 75
42 70 [ 75 [ 70 [ 75 [ 70 | 80 | 70 | 85
48 75 | 75 [ 75 [ 80 | 75 | 90 | 75 | 95
54 85 | 85 | 85 [ 90 | 85 | 95 [ 85 | 105
60 90 | 90 [ 90 [ 95 | 90 [ 105 [ 90 [ 115
66 95 | 95 [ 95 [ 100 | 95 [ 115 [ 95 [ 120
72 10.0 | 10.0 | 10.0 | 11.0 [ 100 [ 120 [ 100 [ 130
78 105 | 105 | 105 | 115 [ 105 [ 130 [ 105 [ 140
84 11.0 | 115 | 110 | 120 [ 110 [ 135 [ 110 [ 150
90 12.0 | 12.0 | 120 | 130 [ 120 [ 150 [ 120 [ 155
96 125 | 125 | 125 | 135 [ 125 [ 155 [ 125 [ 165
102 13.0 | 13.0 | 13.0 | 140 [ 130 [ 160 [ 130 [ 175
108 135 | 135 | 135 | 145 | 135 [ 165 [ 135 [ 180

N = NARROW TRENCH; MINIMUM WIDTH
W = WIDE TRENCH; TRANSITION WIDTH
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