2" (2 3/8" 0.D.) SCHEDULE 10
PIPE X 5" LONG SLIPFITTER
(TYP.)

_ 5 (TYP)

N 500" MTG. HT.

1/8" ¥

3'-0" RAD. (TYP.)

NOTES:

. MATERIAL-HIGH STRENGTH, LOW ALLOY STEEL
50,000 PSI MIN. YIELD, (ASTM A572 OR EQ.)
POLE BASE PLATE MATERIAL TO BE 36,000 PSI
MIN. YIELD (ASTM A36).

2. FINISH-EPOXY PRIMER.
3. FINISH-UPS BROWN THERMO-SET ACRLYIC.

SEAM WELD

1/8"
3/16" ;

PROVIDE (4) FEMALE THREADED f
SEMI-BLIND FLANGES CONTINUOUS 3/4"
WELDED INTO THE SHAFT. THE "

FLANGES SHALL BE NOMINAL 1 1/2" L 9i16 / BASE PLATE

PIPE FITTINGS SET AT 0°, 90°, 180°,
270° TO THE STREET LIGHT DAVIT

T T T

11 5/8" SQ. 7 3/4" CTRS.

%

\ (4) 1 3/16" DIA.

ON 11" DIA. B.C.
POLE BASE DETAIL

(4) NUT COVER

TRANSFORMER BASE MPLS.
STANDARD PLATE TRAF-3160

SEE MPLS. STD. PLATES
TRAF-3072

NO SCALE
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