
Public Information Meeting
October 12, 2011



Agenda/Meeting Purpose
Introductions
Project Background
Streetscape Update
Construction Phasing/Staging
Process/Schedule
Questions/Next Steps



Introductions
City Council
City Staff
Consultant Team
Neighborhood Associations

Lyndale & Kingfield

Business Associations
NEHBA

Steering Committee



Project Background
Roadway built in 1954
with overlay in 1977
Pavement in poor
condition
Need to better balance
vehicle and pedestrian
needs
Limited space available
with right-of-way



Project Overview
Roadway Reconstruction

44’ Roadway with Transition Areas
Lake Street to 31st Street
36th Street Intersection
38th Street Intersection

5’ Boulevards
New 6’ Sidewalks
New Storm Sewer
Repair Water Main and Sanitary Sewer
Traffic Signal Upgrades



Streetscape Elements
Base design

Included in Uniform
Assessment
Trees
Grass
Tree grates/structural soil in
concrete areas
Street lighting (subject to
petition and separate
assessment)



Streetscape Elements
Lighting Design

36th Street to 40th Street
Lights relocated to new curb
No additional assessments
to property owners



Streetscape Elements
Lighting Design

Lake Street to 36th

Street
Existing wood
pole and shoebox
lighting to be
removed
New lighting 100
percent assessed



Streetscape Elements
Lighting Design

Lake Street to 36th Street
Proposed “high/low” design
Recommended for roads
wider than 40 feet

Most cost effective design
6-8 lights per block

Petitions - October 2011
If 70% of assessed area opt-
out, wood pole lighting would
be reinstalled



Streetscape Elements
Proposed Tree Species

Maple Oak Elm

Hackberry Ironwood Linden

Autumn
Blaze

Norway

Bicolor Accolade

Cathedral

American

Littleleaf



Streetscape Elements
Enhanced design

Bike loops, special concrete,
trash receptacles
Additional capital costs to
benefiting property owners
Separate petition and
assessment



Streetscape Elements
Public Art

Grant for public art in
the corridor
RFP Process

Marjorie Pitz/ Ben
Janssens team selected

Public Art Committee
and community input
will guide the process

Contact Mary Altman if
interested



Construction Phasing/Staging
Project construction in 2012 and 2013
Proposed north/south construction phasing

Lake Street through 36th Street - 2012
36th Street to 40th Street - 2013

Limited utility work in
late 2011/ early 2012 to
prepare for roadway
reconstruction



Construction Phasing/Staging
Key Considerations

Technical feasibility
Roadway profile changes and width
Storm sewer crossings
Water main repairs

On-street parking
Through traffic
Duration of disruption
Safety of traveling public, business patrons,
residents, and workers



Construction Phasing/Staging
Staging Options Considered

Closure to through traffic
1 to 3 block construction segments
Maintain local access
Through traffic and buses detoured to 1st

Ave/Blaisdell Ave
Maximize on-street parking availability
Impact = 1.5 to 3 months each segment

Utility work may occur outside roadway construction zone
Sidewalk, lighting, trees, traffic signal work may continue
after roadway reopened to traffic



Construction Phasing/Staging
Staging Options Considered

Maintain two-way traffic
Three construction phases
Concrete barrier separating phases
No on-street parking
Bus traffic routed to 1st Ave/Blaisdell Ave
Impact = 6 to 7 months



Construction Phasing/Staging
Staging Options Considered

Maintain one-way traffic
Two construction phases
Concrete barrier separating phases
One direction of through traffic detoured to 1st Ave
or Blaisdell Ave
Bus traffic routed to 1st Ave/Blaisdell Ave
Maintain on-street parking one side
Impact = 6 to 7 months



Construction Phasing/Staging
Proposed Closure to Through Traffic

Minimize time of disruption to businesses
and residents
Minimize on-street parking disruption
Maximize safety
Cost Effectiveness



Construction Phasing/Staging
2012 Construction



Construction Phasing/Staging
2013 Construction



Process/Schedule



Questions &
Next Steps


